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(2) The ship remains within coverage
of a VHF coast station and maintains a
continuous watch on VHF Channel 16;
or

(3) The vessel remains within cov-
erage of an MF coast station and main-
tains a continuous watch on 2182 kHz
and VHF Channel 16.

[61 FR 31213, Sept. 2, 1986, as amended at 68
FR 46975, Aug. 7, 2003]

§80.1073 Radio operator requirements
for ship stations.

(a) Ships must carry at least two per-
sons holding GMDSS Radio Operator’s
Licenses as specified in §13.2 of this
chapter for distress and safety radio-
communications purposes. The GMDSS
Radio Operator’s License qualifies per-
sonnel as GMDSS radio operator for
the purposes of operating GMDSS radio
installation, including basic equipment
adjustments as denoted in knowledge
requirements specified in §13.21 of this
chapter.

(1) A qualified GMDSS radio operator
must be designated to have primary re-
sponsibility for radiocommunications
during distress incidents, except if the
vessel operates exclusively within
twenty nautical miles of shore, in
which case a qualified restricted radio
operator may be so designated.

(2) A second qualified GMDSS radio
operator must be designated as backup
for distress and safety
radiocommunications, except if the
vessel operates exclusively within
twenty nautical miles of shore, in
which case a qualified restricted
GMDSS radio operator may be so des-
ignated.

(b) A qualified GMDSS radio oper-
ator, and a qualified backup, as speci-
fied in paragraph (a) of this section
must be:

(1) Available to act as the dedicated
radio operator in cases of distress as
described in §80.1109(a);

(2) Designated to perform as part of
normal routine each of the applicable
communications described in
§80.1109(b);

(3) Responsible for selecting HF DSC
guard channels and receiving scheduled
maritime safety information broad-
casts;

(4) Designated to perform commu-
nications described in §80.1109(c);

§80.1074

(5) Responsible for ensuring that the
watches required by §80.1123 are prop-
erly maintained; and

(6) Responsible for ensuring that the
ship’s navigation position is entered
into all installed DSC equipment, ei-
ther automatically through a con-
nected or integral navigation receiver,
or manually at least every four hours
when the ship is underway.

[61 FR 31213, Sept. 2, 1986, as amended at 68
FR 46975, Aug. 7, 2003]

§80.1074 Radio maintenance
sonnel for at-sea maintenance.

per-

(a) Ships that elect the at-sea option
for maintenance of GMDSS equipment
(see §80.1105) must carry at least one
person who qualifies as a GMDSS radio
maintainer, as specified in paragraph
(b) of this section, for the maintenance
and repair of equipment specified in
this subpart. This person may be, but
need not be, the person designated as
GMDSS radio operator as specified in
§80.1073.

(b) The following licenses qualify per-
sonnel as GMDSS radio maintainers to
perform at-sea maintenance of equip-
ment specified in this subpart. For the
purposes of this subpart, no order is in-
tended by this listing or the alpha-
numeric designator.

(1) GM: GMDSS Maintainer’s Li-
cense;

(2) GB: GMDSS Operator’s/Maintain-
er’s License.

(c) While at sea, all adjustments of
radio installations, servicing, or main-
tenance of such installations that may
affect the proper operation of the
GMDSS station must be performed by,
or under the immediate supervision
and responsibility of, a qualified
GMDSS radio maintainer as specified
in paragraph (b) of this section.

(d) The GMDSS radio maintainer
must possess the knowledge covering
the requirements set forth in IMO As-
sembly on Training for Radio Per-
sonnel (GMDSS), Annex 5 and IMO As-
sembly on Radio Maintenance Guide-
lines for the Global Maritime Distress
and Safety System related to Sea
Areas A3 and A4.

[61 FR 31213, Sept. 2, 1986, as amended at 63
FR 49872, Sept. 18, 1998; 68 FR 46976, Aug. 7,
200311
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